LED Studio - Configuration des StarField 100

Par analogie, vous pouvez vous appuyer sur ce manuel pour configurer vos StarField 200 et
ce en utilisant le fichier de configuration Starfield200 et en utilisant les valeurs de taille pixels
correspondant (30x20).

Apres avoir installé physiquement les StarFeld, installez la Star(Gate et le logiciel de gestion LED Saudio.
NB : pensez a connecter la Stargate a laide du cable DBS,/RJ41 au port com de fordinateur.

Lancez le logiciel LED Soudio
Cliquez sur le menu Option / Saftware Setup (comme indique dans la figure suvante)

E] LedStudion9.23D - Screen1 - new.lsd
File Control Tool Eel{E® Test Help

Screen Combination/synchronism  »

~ r— . @,
! L & u 15 Brightness/Contrast/Color(B) . [% @
5 1 Screen Area (Y)
LIaan l Play Background

Lock LED Screen Properties
Turn off LED screen power

Stheriie:Telie D Screen Software

Schedule Hide Setup

Language 4
Hide Play window

LED Screen Monitor
Hardware Setup

Software Setup

User Setupil)
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Une fois cliqué la fenétre suivante apparat:

[*1LedStudio9.23D - Screent - new.lsd

Fite Control Tool Option

| 0 = Software Setup

Biroan Play Window IAuto ] Networking] Other |
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(" Lock to LED Scree
¢ Ul Lo ation synchronis Combingt

¢ Floating LED Mumb

(sunchronism Setting

Update LED Mumb

Screenl I
Start%: |0 Width{Ww):
Starty: |0 Height(H):

v Enable Change By Mouse

v Alwayon top

Save Setup

Cochez "Hoating LED numb"
Tapez1
Puis cliquez sur “Update LED Numb"
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Entrezla taile réelle de votre Starfield en Pixels, soit 60 pixels de large et 40 pixels de haut.

' Software Setup
i

Play Window | auto | Metworking | Other |

(" Lock ko LED Scree

" Multi-LED Combination/synchronism Cambination/synchironisi SELing

(¢ Floating LED Numb | 1 Update LED Numb

Screenl I

: .
StartX: |0 Width{('" ¥ 60

Starty: |0 Height{HY: | 40|
v Enable Change By Mouse

v Alwayon top Frames: |25

Save Setup

Appuyez sur"Save Setup"
Vous revenez a la fenétre principale du logiciel LEDStudio.
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Cliquez a nouveau surle menu Option / Software Setup (comme indique dans la figure suvante)

ﬂLedStudio‘).BD - Screeni - new.
File Control Tool Eelisy® Test Help

Isd

Screen Area ()
Play Background

Schedule Table
Schedule Hide Setup

Language
Hide Play window

Screen Combinationfsynchronism  »
Brightness/Contrast/Color{B)

Lock LED Screen Properties
Turn off LED screen power

! D Screen Software

LED Screen Monitor
Hardware Setup
Software Setup
User Setup(U)

Copyright 2005-2010

Une fois cliqué la fenétre suivante apparatt :

Software Setup

Play Window | auto | Metworking | Other |

[

(" Lock ko LED Scree

" Multi-LED Combinatiomisy rehtomism

(¢ Floating LED Numb

Combinationfsynchronism Setting

Update LED Mumb

=

Screend
[0
0

Start X:
Stark ¥

v Enable Change By Mouse

Width{W):
Height(H): |

60
40|

v Alwayon top

Frames:
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A cemomenttapez "linsn" en minuscules pour faire apparattre le menu de configuration caché.
NB : ne pointez aucun des champs de saisie de la fenétre.
Et dans la fenétre "Input Password" tapez le mat de passe 168" et cliquez sur OK

" Lock to LED Scree
€ Multi-LED Combination/synchranism _ombination/synchronism 'Evettingl

( Floating LED Numb [1 Update LED Numb |

Screenl

Start X:
Start ¥: k

Cancel |

Save Setup

Le menu de configuration caché apparait

Setup hardware parameters E]

Sender IReceiver l Display connection Currected'

1~ Display mode -~ 8G only

: ~Port of hot backup
[ W useea [~ Cardiu
| Hardware port I™ Use 10 bit colors [~ card1

tancarg e jv IV Use plug and play for DYI I~ ica
o l ! IV Enable dot-correct for soft =

¥ Start [V Enable dot-correct for hardw.

v auto a IV Use monitor for cardfbox

IV Use monitor for dot

—Screen power
| & Auto onfoff " Off ‘
1~ Hardware - other

Hardware:83.0 - Virtual by interleaved

Momdel: TS801 Mode: INone .

-Asyn mode Direction: & [eft € Right
sle asyn Offset: ll’.\
€ manualasyn step: [”—

Default | Save on sender l

|~ 32 dot change at 8 row
™ 32 dot change at 16 row

& Autg asyn  Unalio

Exit Help

Ce menu vous permettra de gerer fensemble des parametres de configuration.
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Ce menu caché est decompose en 4 parties:

1. Onglet SENDER

Cet onglet gere directement la Star(Gate,
Nous vous conseilons de garder les valeurs par défaut de cet onglet.

Selon la version de votre Star(Gate, les options entourées peuvent étre gnisees

Setup hardware parameters

Sender ]Receiver I Display connection I Corrected I

|~ Display mode -
1024X768 »

~Hardware port -

~8Gonly - N

-Port of hot backup -
™ Card 1U

™ Card 1D

IV Use 8G
I Use 10 bit colors

Main card |AUt0

=

IV Use plug and play for DVI

Card 2L
= | (n {4

Sender Num: I 1

¥ Start

vV Auto | 2

[~ Screen power -

(¢ Auto onjoff  Off

~Hardware ~other —

Hardware:83.0
Momdel: TS801

[~ Asyn mode

€ Urallowableasyn

[ 32 dot change at 8 row
[ 32 dot change at 16 row

&

¥ Enable dot-correct For soft
vV Enable dot-correct for hardw.
IV Use monitor for cardfbox

IV Use monitor for dot

[~ Virtual by interleaved

INone v l

I|+

Mode:
Direction:

Offset:

Step:

I Save on sender I
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2. Onglet RECEIVER

Dans le fichier ZIP « VISONGRAPHIK Sutte » vous trouverez le fichier STARFELD100RCG vous permettant de
revenir a la configuration d'ongine.

Setup hardware parameters

Sender Receiver IDispIay connection I Corrected I

Drive chip: |GG v | Present scan mode: Full-color real pixe 1 scan File: Starframe

- Performance/feffect setup -

refresh FRQ. 50 Hz [~ Synchronousrefresh [ Enfiance bright Gray level: |Hi-brightness 128 '] level

Scan clock: ]I.S '! Mhz  duty ratio: | 100 % Grey mode: |10 z I
Row blanking time: | 300 ns  Blanking Delay: |3 Grey equalize: 1

I Reverse port order

I Use extern port for postion I Send idle clock before data to send
Free show e —
@ nodisplay ¢ random " logo Load logo Save oa |

~Load capacity setup -
Brightness efficiency (including blanking):  88.3%

Min OF width{>90ns): 138526 ns

Max width: 256 Actual width: | 256 Max height: 84 Actual Height: |30

™ Enabel change start  Start X: I Start ¥:

Intelligent setup Load from files | Save on files I Send to receiver | aye of receive I

Cliquez sur LOAD FROM HLE comme indiqué c-dessus pour charger le fichier de configuration que vous avez
préalablemnent t dézippé.
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Setup hardware parameters

Drive chip:

~ Performanc:

refresh FRG

Scan clock:

Row blankin

[~ wirtual ¢
™ Use row

~Free show -

& no di

-~ Load capacil
Brightr
Max wid

™ Enal

Regarder dans

Mes documents
récents

&

m
=
@
@
<

Mes documents

Poste de travail

£

Favoris réseau

Sender Receiver lDispIay connection | Corrected |

Manuel de I'utilisateur

2 I () Fichiers de configuration

starbelt100.RCG
starbelt200,RCG

|l |StarField100.RCG
StarField200,RCG
StarFlex.RCG
StarframeV.RCG
StarframeVHighRefresh.RCG
StarMedia Horizontal.RCG
StarMedia vertical RCG
StarPanel.RCG

startubes.RCG
Nom du fichier : |SlarFieId1 0o _'_I Ouvrir I
Fichiersdetype: | Receive-Card Files [*RCG) > Anner |

onrecever

Exit

I Help

Paintez le dossier ot vous avez stocke le fichier STARFIELDRCG, mettez le en surbrilance puis cliquez sur Ouvnir
Une fais le fichier de configuration ouvert, vénfiez que les valeurs entourées correspondent a la figure crdessous.

StarField configuration
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Setup hardware parameters @
Sender Receiver | Display connection | Corrected

Drive chip:

Present scanmode:  Full-color real pixe 1 scan 8 File: StarField100

i Performancefeffect setyg

refresh FRQ. 120 HZ Synchronous refresh I Enhance &v level: |Hi-brightness 256 | |ey®
Scan clock: IZ-U 'I Mhz  uty ratio: | S0 % Grey mode: l’ Jormal Y l
Row blanking §jme: | 300 ns  planking Delay: | 6 Grey equalize: I 1
B ™ Reverse port order
,_ S l_, signal D, C,E
™ us ™ Sendidle clock before data to sefid
I~ s :
-Free show S
@ nodisplay ¢ random " logo Load log | ave-logo I
i~ Load capacity setup
Brightness efficiency (including blanking):  83.62% Min OF width({>90ns): 27300 ns

Max width: 107 Actual width: | 60 Max height: 128 Actual Height: |40
™ Enabel change start  Start X: l ) Start ¥: I [

Intelligent setup |

Save on files | Send to receiver | Save on recelver |

Exit | Help I

Cliquez sur SEND TORECEMER comme indiqué crdessous
Cette opération permet de "shoater' la configuration dans la scanbox connectée.

Setup hardware parameters @
Sender Receiver lDispIay connection ] Corrected

Drive chip:  |General ~| Presentscanmode:  Full-color real pixe 1 scan 8 File: StarField100

[~ Performance/effect setup -

refresh FRQ. 120 Hz I Synchronousrefresh [ Erhance bright Gray level: |Hi-brightness 256 v | |evel
Scan clock: |2.0 v | Mhz dutyratio: |SO %o Grey mode: |"I0rme x
Row blanking time: | 300 ns Blanking Delay: |6 Grey equalize: } 1

I~ virtual displa I Reverse port order

|
[ alise e%tern port for postion I™ Send idle clock before data t

I e protecte:

“Free show ———
@ nodisplay ¢ random  logo 0a | ave log |

I»Load capacity setup -
Brightness efficiency (including blanking):  83.62% Min OF width( >90ns): 27300 ns

Max width: 107 Actual width: | 60 Max height: 128 Actual Height: | 40
[ Enabel change start  Start X: ' ) Start ¥: i

Intelligent setup l {"Load from files | Save on files |m |

Nl

Exit | Help I
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Setup hardware parameters

Sender Receiver ]Display connection | Corrected

Drive chip: lGeneraI v] Present scanmode:  Full-color real pixe 1 scan File: Starframe

~ Performancefeffect setup

refresh FRQ. |50 Hz [ Synchronousrefresh T Erhance bright Gray level: |Hi-brightness 128 ¥ | |evel
Scan clock: |1.5 '] Mhz  duty ratio: %o Grey mode: m

Row blanking time: Select card/box |

I~ wirtual display

I™ Use row signal D, twice pixel

e ==
I Use extern port for postion

U ected of chip Card/Box Numb: |
i~ Free show

for U-Line Only,You can use ; - For muti-select
 nodisplay ¢ random

Saye loga Jest now I ‘

= !
~Load capacity setup—————— _'k ‘Warring:Error scan mode may damage your display!
Brightness efficiency {includin P6 ns

Max width: 256 Actual width: |256 Max height: 84 Actual Height: |30

I Enabel change start  Start X: Ix] Start ¥ Io

Intelligent setup I Load from files Save on files I Send to receiver |

Setup hardware parameters |£I
Sender Receiver |Display connection I Corrected I

Drive chip: IGeneraI 'I Present scanmode:  Full-color real pixe 1 scan File: Starframe

~Performancefeffect setup

refresh FRQ. |5° Hz | Synchronous refresh | Erfance briohe Gray level: lHi'bfightneSS 128 'l level
Scan clock: |1-5 'I Mhz  duty ratio: | S0 % Grey mode; |lormal
Row blanking time: | 300 ns  Blanking Delay: I 3 Grey equalize: l 1

[~ virt =
anal D, twice pixeli LedStudio ht

[~ Use ig

™ Use extern port for postion

\ ? ) Data has send,are you sure your LED screen is working?
I~ Use protected of cHip

R,
[ Freeshow —— ‘
T o )
@ nodisplay ¢ random > )
|

i Load capacity setup

Brightness efficiency (including blanking):  88.3% Min OF width{>90ns): 138526 ns

Max width: 256 Actual width: | 256 Max height: 84 Actual Height: I 30

™ Enabel change start  Start X: 0 Start ¥ I 0

Intelligent setup I Load from files Save on files I Send to receiver I

Bt | Hep |

A ce moment véntfiez que votre Starfield est correctement configuré.
Sitel est le cas passez a I'étape suivante
Cliquez sur SAVE ON RECEMER comme indiqué crdessous
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Setup hardware parameters

Sender Receiver lDisplay connection I Corrected ]

Drive chip: IGeneraI v] Present scanmode:  Full-color real pixe 1 scan File: Starframe

-~ Performancefeffect setup

refresh FRQ. ISU Hz I Synchronousrefresh I~ Enfance bright Gray level: |Hi-brightness 128 | |evel
Scan clock: |1-5 'I Mhz  duty ratio: |5U % Grey mode: |10
Row blanking time: | 300 ns Blanking Delay: |3 Grey equalize: I 1

[ Reverse port order

|'D; bwice pixel height I u gnal D, C,B, 41
[~ Use extern port for postion [~ Sendidle clock before data to send
= hip
Free show
( @ nodisplay ¢ random " logo log@ | 3avelogo I Test now | ‘
- Load capacity setup
Brightness efficiency (including blanking): ~ 88.3% Min OF width{>90ns): 138526 ns
Max width: 256 Actual width: | 256 Max height: 84 Actual Height: |80
™ Enabel change start  Start X: I 0 Start ¥: I 0

Intelligent setup | Load From files Save on files | end Lo receiyv: Save on receiver ’

Bt | hep |

Setup hardware parameters

Sender Receiver |Disp|ay connection I Corrected

Drive chip: !General vl Present scan mode:  Full-color real pixe 1 scan File: Starframe

- Performance/effect setup

refresh FRQ. ISU HZ [ Synchronousrefresh I Enhance bright Gray level: |Hi-brightness 128 '[ level

Scan clock: |l.5 '] Mhz  duty ratio: Grey mode: |//ormal v
Row blanking time: Select card/box 1
I vir
r signal DEtEwice pixel e ——
" Select Cancel I
[~ Use extern port For postion
I Use protected of chig Card/Box Numb: I
[ Free show for U-Line Only,You can use ; - for muti-select
& nodisplay ¢ random ' Test now | ‘
~Load capacity setup ——————| A‘ Warring:Error scan mode may damage your display!
Brightness efficiency {includin D6 ns
Max width: 256 Actual width: | 256 Max height: 84 Actual Height: [0
|~ Enabel change start  Start X: l 0 Start ¥: 0
Intelligent setup | Load from files Save on files | Send to receiver | Save on receiver I
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Setup hardware parameters (%]
Sender Receiver IDispIay connection | Corrected |

Drive chip: IGeneraI VI Present scan mode: Full-color real pixe 1 scan File: Starframe

~Performancefeffect setup

refresh FRQ. 50 Hz [ Synchronousrefresh [ Erfance brigt Gray level: ]Hi-brightness 128 'I level
Scan clock: 1.5 'I Mhz duty ratio: |50 % Grey mode: |//0rmal M I
Row blanking time: | 300 ns  Blanking Delay: I 3 Grey equalize: I 1

I~ virtual di =
e LedStudio

I~ use
;__ Uss exteny port foripostion \ ? ) Data has saved,are you sure your LED screen is working?
Lise prote of chip
[~ Free show S en | =
@ nodisplay ¢ random - nY i | savelogo I Test now I
- Load capacity setup
Brightness efficiency (including blanking):  88.3% Min OF width{>90ns): 138526 ns
Max width: 256 Actual width: | 256 Max height: 84 Actual Height: | 80
I Enabel change start  Start X: I 0 Start ¥ I 0
Intelligent setup | Load from files Save on files I Send to receiver | Save on receiver |

Cette operation permet de sauvegarder surla Scanbox la configuration que vous venez de shoater.
Cette gperation est indispensable de maniére a ce que la configuration ne soit pas perdue a lextinction de la
scanbox
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3. Onglet DISPLAY CONNECTION

Cette partie du menu caché vous permet de définir votre écran de Starfield Celutci peut étre composé dun ou
plusieurs Starffeld. Dans lexemple craprés nous simulerons un écran compose de 3 Starfeld. Soit un écran dune
taille totale de 180 pixels par 40 pixels.

Dans un premier temps nous allons reconfigurer la taille de la fenétre démission comme indique crdessous.

[E] LedStudio9.23D - Screen1 - new.Isd
File Control Tool Eefaday® Test Help

DS |

Screen Combination/synchronism  » b @
Brightness/Contrast/Color{B) 'S'.a }‘ ©
Screen Area ()

Play Background

Lock LED Screen Properties
Turn off LED screen power

Schedule Table D Screen Software

Schedule Hide Setup

Screent I

Language »
Hide Play window

LED Screen Monitor
Hardware Setup
Software Setup
User Setup(U)

Copyright 2005-2010

[*1LedStudio%.23D - Screent - new.lsd
Software Setup

Play Window IAuto | networking | Other |

(" Lock to LED Scree
& H-LEBIComBIntion syrchronism _Combination/synchraonism Setting
(& Floating LED Numb Update LED Numb |

Screenl
start%: [0 Width(w):
Starty¥: |0 Height{H):

|v Enable Change By Mouse

v alwayon top Frames: |25

Save Setup I) Close l
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Apres avoir connecte toutes les Starfeld aux Scanboxes, connecte les Scanboxes entres elles et la premiere
Scanboxe a la StarGate selon le schéma cidessous.

NB :lordre dentree du sigrial dans les differentes Scanboxes est a vatre convenance, Neanmaoins, prenez soins ae
roter cet ordre qui sera indispensable lors ake la creation ae ecran complet.

Schéma de montage genéral
StarField N°1 StarField N°2 StarField N°3
Signal In  Signal Out Signal In Signal Out Signal In

™ 3 T . 2 T

T 3 T S 2 T
e R ) B - —f

Comme indiqué crdessaus, cochez "Normal”
Dans le champ "Display ATY" tapez 1 puis cliquez sur "Update Display TY"
Vellez a ce que le champ "Type" indique : "Real Pixel Display”

Setup hardware parameters @

Sender | Receiver Display connection | Corrected |

Setmode: ¢ Simple " Complex }wmtuﬂml\
Remark: The dialog of settings for single or multi regulation led-screen. @ @l
display 1 l

Type: |real pixel display v | Horizontal card ll Verticalcardll Jir
@ Gama |24 € define Red brightness 255 Green brightness | 255  Blue brightness | 255

e

: -

Main cable | 1 Mo. sender Uca v | Extensioncable |1

Order Mo, |1 Width 160 Height | 64| Abnormity | Screen area color correction I
Save Card for maintain [ Load from file | Save to file I Send to receiver I l

Exit Help
StarField configuration 14
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Sélectionnez le Bloc 1,/ (ce bloc correspond a la scanbox N°1)
Dans le champ "Main Cable', sélectionnez foption "1No. Sender U Cable" -
voir en fin de manuel la definition de U Cable et D cable
Dans le champ "BExtension Cable" tapez 1 (Ce chiffre sera toujours 1)
Dans le champ "Order No" tapez 1 [ Ce chiffre correspond a lordre de cablage des scanboxes)
Dans le champ " Width" indiquez la largeur en pixels des Starteld soit 60 pixels.
Dans le champ " Height' indiquez la hauteur en pixels des Start-ield, soit 40 pixels.

[F]LedStudin9.23D - Screen1 - new.lsd.

Setup hardware parameters

Sender | Receiver Display connection lCorrected |

Setmode: " Simple ' Normal " Complex I [ Use Autalink
Remark: The dialog of settings for single or multi requlation led-screen. Display QTY: |1 Update display QTY
display 1 ]

Type: |real pixel display | Horizontal card 1 Vertical card | 1 I~ virtual display
& Gama |24 (" define [0 Red brightness | 255  Green brightness | 255 Bluebrightnesslzss

o —
Main .‘ﬂ 1 No. sender U ca v [) Extension cable
Order Mo 1 Width @ Height ¢740 Abnormity | Screen area color correction |

Save Card for maintain | Load from file l Save to file l Send to receiver I sve ta receive |

Exit | Help ‘

Dans le champ "Horizontal Cards', tapez le nombre de StarfFeld utiisées honzontalerent, dans notre exemple 3.
Vous constatez que deux blocs apparaissent.
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ﬁ LedStudio®.23D - Screenl - new.lsd

Setup hardware parameters

Sender | Receiver Display connection | Corrected |

Setmode: ¢ Simple & Normal " Complex I~ Use auta-ink
Remark: The dialog of settings for single or multi regulation led-screen. Display QTY: |1 Update display QTY '
display 1 |

Type: |real pixel display '] Horizontal card Vertical card |1 I™ virtual display
& Gama |2.4 " define  Eoit IRed brightness | 255  Green brightness |255 Blue brightness |255

able|Metwork cable

Mo, 1|Oorder No, 1
Owidth:0
t:0 Oheight:0

S —

Main cable l 1 Mo. sender U ca vI Extension cable | 1

Order No, Il Width lﬁﬂ Height IqlJ Abnormity | Screen area color correction I

Save Card for maintain ] Load from file | Save to file | Send to receiver | Save to receiver |

Bt | Hep I

Dans le champ "Vertical Cards", tapez le nombre de Starfelds utilisés verticalerment, dans natre exemple 1.

Les trois blocs correspondent a nos 3 Starkeld utlisés dans natre exemple.

Cliquez maintenant sur chacun des blocs dans fordre de cablage comme indiqué cHdessous.

[F1LedStudiod.23D - Screent - new.lsd

Setup hardware parameters

Sender | Receiver Display connection ]Correctedl

Setmode: (" Simple " Normal " Complex I~ use il
Remark: The dialog of settings for single or multi regulation led-screen. Display QTY: |1 Update display QTY
display 1 I

Type: Ireal pixel display '[ Horizontal card |3 Vertical card 11 I~ Wirtual displa:
& Gama |24 (" define Edit Red brightness [255  Green brightness [255  Blue brightness |55

Network cablejietwork cable}
Oorder Mo, 1

R S

Oheight:40 " [Oheight:40

1

Main cable I 1 No. sender Uca | Extensioncable |1
Order No. l3_ Width I_GU— Height ]TU_ Abnormity | Screen area color correction I

Save Card for maintain l Load from file 1 Save to file l Send to receiver | Save toreceiver |

Exit Help

StarField configuration
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Vous constaterez que le logiciel recopie automatiquement les valeurs "Main Cable', "Bxtension Cable', "\VWidth'' et
"Height". Dans le méme esprtt, le logiciel, incrémente automatiquement la valeur 'Order No" en fonction de lordre
dans lequel vous avez cliqué sur les differents blocs correspondant a fordre de cablage des Startelds
Neanmains, il est toujours possible de changer cet ordre en sélectionnant le bloc et en changeant la valeur dans le
champ '"OrderNo".

Cliquez maintenant sur "Send to Receiver' de maniere a implanter les Scanboxes.

Cliquez sur "Oui" silagencement de votre €cran vous satisfait

Cliquez maintenant sur "Save On Receiver”

Cette opération permet de sauvegarder sur les Scanboxes fagencement que vous venez de shoater.

Cette gperation est indispensable de maniére a ce que la configuration ne soit pas perdue a [extinction des

Scanboxes.

Vous avez également la possibiité de sauvegarder cet agencement en cliquant sur la touche "Save On Fie'';
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4. Onglet CORRECTED

Vous avez la possibiité de modifier [éguiibre des couleurs a faide du systeme inclus dans le menu caché.
Par soucis de smplicite, et du au fait des bains de LEDs, nous vous conselllons, dans la mesure du possible, de
regrouper les Starfeld par numeéro de séne. En effets, il vous sera plus aiseé de cormiger les couleurs.

Setup hardware parameters @

Sender I Receiver ] Display connection  Corrected l

Software
Pixel by pixelf module by module correction

Correction mode: ¢ Single pixel % 2x2module ¢ 4X4module ¢ 88 module ‘

Edit correction data Load from files Save on files Send to receiver ‘

Full LED-Scaxe

Hardware

Bt | hep |

NB : Méme si vous n'utilisez qu'un seul Starfield dans votre installation il est INDISPENSABLE de creer votre
ecran. Pour ce faire, reportez vous a la section précedente : Onglet « Display Connection »

Dans cet exermple de correction de couleurs, nous avons utilse lecran de 180x40 pixels que rous avons cree aans
la section precederite
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Sélection du mode correction:

Sender I Receiver I Display connection  Corrected

Software
Pixel by pixelf module by module correction
Correction mode: © Single pixel % 2x2module ¢ 4X4module ¢ 88 module

Edit correction data | Load from files Save on files Send ko receiver | Save Of receiver ‘ ’

~Full LED-Scareen —

Full LED-Screen

Select Correction mode

—
Correction mode ‘ )

€ Sile pive
" 2%2 module _CEEEeI_,

Hardware " —
" 4%4 module

Exit Help

Vous avez la possibilite de choisir le mode de correction:
- 2 pixels par 2 pixels
- 4 pixels par 4 pixels
- Bpixels par 8 pixels

Le mode correction 8 x 8 pixels est le plus adapte. Cochez la case "8x8 module" puis cliquez sur OK. Ce mode divise
vos Starteld en blocs de 8x3 pixels.

Bl Correction data edit E]@@

Create from picture Resetl Add brightness | Lowerhrightnessl Adjust value [
Test | Savel Load from file | Save to file | Ok | Cancel |
Red IGreen | Blue |

NN ENE 13 |14 |15 |16 |17 |18 [ 19 |20 |21 |22 |23 |24 |25 |26 |27 | 28|29 |30 | 31 | 32
1 | 255|255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
2 | 255|255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
3 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
4 | 255 | 255 | 255 | 255 | 255 | 255 | 2855 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
5 | 255|255 |255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255
6 | 255|255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
7 | 255 |255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255
8 | 255 |255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
9| 255 | 255 | 255 [ 255 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
10 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
11 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
12| 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
13 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
14 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255
15 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
16 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255
< >
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Vous pouvez maintenant cormger les modules couleur par couleur (Rouge / Vert / Bleu) en donnant la valeur
compnise entre O et 255. Pour ce faire vous pouvez utiiser plusieurs méthodes :

- Ensélectionnant le module et en entrant la valeur directernent au clavier,

- Ensélectionnant 1 ou plusieurs modules et en utlisant les boutons "Lower Brightness" et "Add

: I
Brightness

M Correction data edit
Create from picture  Reset (_ Add brightness J Lower brightness ) Adjust value |

Test I Save I Load from file Save to file ” Ok I Cancel |

Red IGrcen | Blue |

1 2 3 4 S 6 7 8 9 (10 |11 |12 |13 | 14 (15 |16 |17 [ 18 | 19 | 20 28 |29 |30 |31 |32
1 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
2 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255
3 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
4 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
§ 255 | 255 [ 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 1] | 255 [255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
6 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
7 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 [ 255
8 | 255|255 | 255 [ 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
9 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
10 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
11 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
12 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
13 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255
14 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255
15 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 255 [ 255 [ 255 [ 255 | 255 [ 255 | 255
16 255 | 255 | 255 | 255 | 255 | 255 | 285 | 255 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255
< A R >
——

Create from picture Reset | Add brightness | Lower brightness {_Adjust value

Test l Save | Load from file | Save to file I Ok | Cancel

Red lGreenIBlue ]

1]z2]a]4]s 12 14 15 |16 [17 [18 |19 [20 |21 |22 [ 23 [24 |25 |26 [ 27 [28 [ 29 |30 [ 31 [ 32
1 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
2 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 285 [ 255 | 255 | 255 | 255 [ 255 | 255 | 258
3 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 258
4 255 | 255 | 255 2 | 255 [ 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255
5 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255
6 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
7 255 | 255 | 255 Old Brightness .@ ( K ) 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255
8 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
9 255 | 255 | 255 peiitinesgis ) Lﬁll 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
10 255 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
11 | 255 | 255 | 255 | 255 [ 255 v e | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
12 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 [ 258
13 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 285 [ 255 | 255 | 255 | 285 [ 255 | 255 | 255
14 | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
15 | 255 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
16 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 [ 255
< Ve 2>

Par exemple sivous voulez changer toutes les valeurs 216 pour une valeur 145, entrezla valeur 2116 dansle
champ "0OLD BRIGHTNESS," entrez la valeur 145 dans le champ "NEVV BRIGHTNESS' puis cliquez sur OK
Toutes les valeurs 216 se changent en 145 mais les autres valeurs ne sont pas affectées.
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Une fois les corrections entrées, vous devez les tester en appuyant sur le bouton "TEST. Puis sélectionnez la case "All
Card/Box' et cliquez sur"OK"

Correction data edit

Create from picture Rescll Add brightness | Lowerhlightness| Adjust value l

Test ’ Save | Load from file | Save to file I Ok | Cancel

Red ]GreenIBlue |

1 |2 |3 |45 6|78 |9 |11 2]13|14 15 1617|1819 |20 21 |22 |23 24|25 2 W%@ 30 [31 |32
1 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 258
2 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 [ 255 | 255 [ 255 | 255 [ 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 258
3 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
4 | 255 | 255 | 255 | 255 [ 255 | 255 NP e s | 055 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255
Select Card/Box
5 255 | 255 | 255 | 255 | 255 | 255 3 5 | 255 | 255 | 255 [ 255 [ 255 [ 255 | 255 | 255 [ 255 [ 255
6 | 255 | 255 | 255 | 255 | 255 | 255 - 5 | 255 | 255 | 255 | 255 | 255 | 255 | 285 | 255 [ 255 | 255
.
7 | 255 | 255 | 255 | 255 [ 255 | 255 5 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 [ 255 [ 255
8 | 255 |255 | 255 | 255 | 255 | 255 " Single Card {Box Cancel S | 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
9 [255 | 255 | 255 [ 255 | 255 | 255 [ 255 | 255 | 255 [ | E con [ 5 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 [ 255 [ 255
10 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 [ 29 P5 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 [ 285 | 255 | 255
11 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 2 §5 [ 255 | 255 | 255 | 255 | 285 | 255 [ 255 | 255 | 255 | 255
12 [ 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 285 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 258
13 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 258
14 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255
15 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255 | 255 | 255 [ 255 | 255 | 255 [ 255 | 255 [ 258
16 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
& 5]

Une fois que les carrections vous conviennent, appuyez sur "'SAVE". Puis sélectionnez la case "All Card/Box' et ciquez
sur'OK"

Create from picture Rescll Add brightness | Lowerbrightnessl Adjust value l

Test ‘ Save Load from file | Save to file I Ok I Cancel l

Red ]GreenIBlue |

123458
255 | 255 | 255 | 255
255 | 255 | 255 | 255
255 | 255 | 255 [ 255 | 255 [ 255
255 | 255 | 255 | 255 | 255 | 255
255 | 255 | 255 | 255 | 255
255 | 255 | 255 | 255 | 255 | 255
255 | 255 | 255 | 255 | 255 | 255
255 | 255 [ 255 | 255 | 255 | 255
255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 29

23 24 |25 [26 (27 [28 [ 29 [ 30 [ 31 [ 32
255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
S | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
S | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255 | 255 | 255
S | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
S | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
S
s
S
s

: Select Card/Box

" All Card fBox |
" Single Card jBox Cancel

255 | 255 255 255 255 255 [ 255 [ 255 [ 255 [255
255 [ 255 255 [ 255 255 255 255 [ 255 [ 255 [ 255

OO0 | AN e
™
ul
a

10 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 [ 255 | 255 | 29 Row Il Cokh I: 255 | 255 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255
11 [ 255 | 255 [ 255 | 255 | 255 [ 255 | 255 [ 255 | 255 [ 2 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255
12 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 [ 255
13 | 255 255 | 255 (255 | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255
14 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255 | 255
li/ 255 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 255 | 255 [ 255 | 255 [ 255 | 255
16 [ 255 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 | 255 [ 255 | 255 | 255 | 285 | 255 [ 255 | 255 [ 255
& 5]

Cette opération permet de sauvegarder sur les Scanboxes les corrections couleurs que vous venez de shooter.
Cette gperation est indispensable de maniére a ce que les corrections de couleur ne soit pas perdues a
lextinction des Scanboxes.
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5. STARGATE

Connecteur Molex
Alim interne

LEDs de controle
Connecteur RJ45 Sortie U-Sender

Connecteur RJ45 Sortie D-Sender

Connecteur
Alim externe 5V

Connecteur RJ41 Port RS232 (série)
Connecteur IN DVI-Digital

Connecteur PCI
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Connecteur D-Sender

Connecteur U-Sender
Téemoin d'activite (La LED clignote tres rapidement]

Témoin de présence alimentation 5V

Vous pouvez utiliser 'une ou 'autre des sorties RJ45. Néanmoins, nous vous conseillons d'utiliser la sortie
RJA5 USender. Veillez a nater sur quelle sortie vous étes connectés, cette information vous sera
indispensable lors de la configuration de votre écran.
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